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Terms and Acronyms 
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MXP909 PXIe Module High Level Specification 
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Packaging 

• 
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PXIe Slot  

MXP909 Module Configuration 

Thermal Shutdown 



Airflow - Operating Environment 

Cable Connections 

PCI Express 4.0 Cables 

CMI Functionality 

• 

• 

• 

Active Optical PCIe Cables (AOC) 

  



Installation 

Step 1 - Unpack board 

Step 2 - Configure the Board for Proper Operation 

Step 3 - Ensure proper Airflow 

Step 4 - Install the MXP909 module 

Step 5 - Installing and Removing the Cable 

Connecting the Cable 

Cable stain relief 

Supported cable lengths 

Table 1: Cable Specifications 



Disconnecting the Cable 

Step 7 - Verify Installation & LEDs 

Table 2: LED behavior 

  



Operation 

Configuration and DIP Switches 

DIP Switches 

DIP-Switch SW1 settings 

Table 3: DIP SW1 settings 

DIP-Switch SW2 settings 

Table 4: DIP-SW2 settings 

  



DIP switch Settings 

DIP Switch settings for MXP909 PXIe module operation – DIP-Switch-1 

 

  



Use Cases 

Use Case A - Connecting two PXIe chassis – PCIe Gen 4.0 x8  

Table 5: Required x8 cabling 

 

Use Case B – Connecting tree PXIe chassis – PCIe Gen 4.0 x4 

Table 6: Required x4 cabling 

  

Figure 1: Use Case A 

http://www.dolphinics.com/mx


Firmware Upgrade 

Identifying the PXIe module 



Support 

Technical Information 

Board revision history 

• 
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PCIe Cable Port Signals 
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External PCIe x4 Cable Connector Pin-Out 

Table 7; External PCIe x4 cable Pin-Out 

PCIe Cable Port Mapping 
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Compliance and Regulatory Testing 

EMC Compliance 

• EN 61326-1:2013 

• EN 61000-6-1 :2007  

• KS C IEC 61326-1:2008  

• KS C IEC 61000-6-1:2002 

• 47 CFR Part 15. Subpart B (Clause 15.107 and 15.109) in conjunction with ANSI C63.4:2014 

 

FCC Class A 

RoHS Compliance 

WEEE Notice  

  



Limited Warranty 

Warranty Period 

Coverage 
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Service Procedure 
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